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hyd. auger fork blade Brush sweeper Hyd hammerweed wacker trencher
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SPECIFICATIONS U.S.METRIC

Hydraulic pump

TRANSMISSION

ENGINE

Type Hydrostatic

TRACKS
Stand. tracks width 180 mm (7.1 in)
Rocking Rollers 2

Flow std
Gear pump

1x15,8 l/min (1x4.2 gpm)
150 bar (2180 psi)

Gas
Diesel

2 variable pistons pumpsHydraulic pump

HYDRAULIC SYSTEM 

Max pressure  

14.8513.8510.85

Max. Travel Speed (5 Kmh)(3.1 mph)
(6 Kmh)(3.7 mph)

Operatve weight
540 to/a 750 kg (1191 to 1654)

800 kg (1762 lb)

PERFORMANCE AND DIMENSIONS

0.28 m³(0.37 yd³) 0.45 m³ (0.59 yd³)
Yes

Dry Weight

Honda Gx 390 13 hp
Yanmar LN 100 AE  10 hp

Kubota 14 hp

Gross capacity
Parking brake 
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electrical plug
12 Volt

buzzer alarm

hour meter

rocking rollers

ergonomic
dashboard

SOME BENEFITS

tilting bucket fuel cap with key

dual cartridge
air filter

lifting hooks

sight fuel
level battery switches

parking brake
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